P355 PAVER

SIMPLE. RUGGED. POWERFUL.
## PRELIMINARY SPECIFICATIONS

### WEILER P355 PAVER

<table>
<thead>
<tr>
<th>Specification</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Weight</td>
<td>18,000 lbs</td>
</tr>
<tr>
<td>Engine</td>
<td>Cat C3.4 - 83 hp Tier III</td>
</tr>
<tr>
<td>Height</td>
<td>70”</td>
</tr>
<tr>
<td>Length</td>
<td>13’ 2”</td>
</tr>
<tr>
<td>Transport Width</td>
<td>102”</td>
</tr>
<tr>
<td>Truck Dump Width Inside</td>
<td>118”</td>
</tr>
<tr>
<td>Track Length End to End</td>
<td>90”</td>
</tr>
<tr>
<td>Track To Ground Contact</td>
<td>68”</td>
</tr>
<tr>
<td>Track Pad Width</td>
<td>14”</td>
</tr>
<tr>
<td>Track Gauge</td>
<td>74”</td>
</tr>
<tr>
<td>Track Chain Pitch</td>
<td>5.51” (140 mm)</td>
</tr>
<tr>
<td>Track Rollers</td>
<td>6 per side</td>
</tr>
<tr>
<td>Track Carrier Rollers</td>
<td>1 per side</td>
</tr>
<tr>
<td>Fuel Capacity</td>
<td>22 gal</td>
</tr>
<tr>
<td>Hydraulic Oil Capacity</td>
<td>25 gal</td>
</tr>
<tr>
<td>Wash Down Tank Capacity</td>
<td>8 gal</td>
</tr>
<tr>
<td>Truck Clearance</td>
<td>24”</td>
</tr>
<tr>
<td>Hopper Capacity</td>
<td>9 tons</td>
</tr>
<tr>
<td>Augers</td>
<td>14” Dia Segmented Ni Hard</td>
</tr>
<tr>
<td>Screed Weight</td>
<td>3000 lbs</td>
</tr>
<tr>
<td>Main Screed Plate</td>
<td>3/8” x 16.5” Hardox</td>
</tr>
<tr>
<td>Extension Screed Plates</td>
<td>3/8” x 8” Hardox</td>
</tr>
<tr>
<td>Screed Width</td>
<td>8’ - 15’ 8”</td>
</tr>
<tr>
<td>Screed Crown Adjustment</td>
<td>+/- 3</td>
</tr>
<tr>
<td>Screed Heat</td>
<td>Electric</td>
</tr>
<tr>
<td>Vibration</td>
<td>2 x 2500 VPM</td>
</tr>
</tbody>
</table>

Weiler reserves the right to make changes in engineering, design, and specifications, and to add improvements or discontinue manufacturing at any time without notice or obligation.